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FLOORING. Product line for exterior floors. Natural cladding 
treated in autoclave treatment certified for class 4 use. The 
outdoor treatment protects the wood against fungal 
degradation (live agents that feed from wood and destroy it, 
mainly insects and fungi).

Wide range of finishes. The natural finish and teak lasur which 
already exist are joined by the stone grey, which extends the 
application options, covering a wide range of architectural 
styles: rustic style gable cottages, versatile natural shelters or 
modern houses where the matching straight volumes mark the 
aesthetic lines.

Multiple domestic uses: areas close to swimming pools, paths 
that connect different areas of the garden or terrace areas. Or 
public spaces: walks, terraces for the foodservice channel or to 
complement landscaped areas.

560, 561, 563 y 565

PROFILES FINISHES

NA
TU

RA
L EXTERIOR

GR
IS 

PIE
DRA

LA
SU

R T
EKA



EXTERIOR CLADDING

FLOOR

03 | 06

FLOORING. Product line for exterior floors. Natural cladding 
treated in autoclave treatment certified for class 4 use. The 
outdoor treatment protects the wood against fungal 
degradation (live agents that feed from wood and destroy it, 
mainly insects and fungi).

Wide range of finishes. The natural finish and teak lasur which 
already exist are joined by the stone grey, which extends the 
application options, covering a wide range of architectural 
styles: rustic style gable cottages, versatile natural shelters or 
modern houses where the matching straight volumes mark the 
aesthetic lines.

Multiple domestic uses: areas close to swimming pools, paths 
that connect different areas of the garden or terrace areas. Or 
public spaces: walks, terraces for the foodservice channel or to 
complement landscaped areas.

560, 561, 563 y 565
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EXTERIOR CLADDING

FACADE
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EXTERIOR CLADDING. Product line for exterior cladding Natural 
cladding treated in autoclave treatment certified for class 4 use. 
The outdoor treatment protects the wood against fungal 
degradation (live agents that feed from wood and destroy it, 
mainly insects and fungi).

Wide range of finishes. The natural finish and teak lasur already 
known are joined by the nordic white and stone grey which 
notably extend the application options, covering a wide range of 
architectural styles: rustic gable cottages, versatile natural 
shelters or modern houses where the matching straight 
volumes mark the aesthetic lines.

560, 561, 563, 565, 
559, 581, 945, 946 
y 949
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REF.565 (PLASTICO)REF.560/561 (acero)

REF. 560- 145x45

REF. 581- 145x21

LISTÓN - 90x45

REF.560/561 (acero)

REF. 946- 145x30

REF. 882- 94x26

REF.560/561 (acero)
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EXTERIOR CLADDING. Product line for exterior cladding Natural 
cladding treated in autoclave treatment certified for class 4 use. 
The outdoor treatment protects the wood against fungal 
degradation (live agents that feed from wood and destroy it, 
mainly insects and fungi).

Wide range of finishes. The natural finish and teak lasur already 
known are joined by the nordic white and stone grey which 
notably extend the application options, covering a wide range of 
architectural styles: rustic gable cottages, versatile natural 
shelters or modern houses where the matching straight 
volumes mark the aesthetic lines.

560, 561, 563, 565, 
559, 581, 945, 946 
y 949
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COMPATIBILITY CHART ACCESSORIES

FINISHES

PROFILES

PROFILE

REF.
Slat width (mm.)

(size includes tongue
and groove)

Maximum slat
 length (m.)

Natural
Exteriors

Nordic white
varnish

[EXCLUSIVE FOR
APPLICATION ON FACADES]

Stone grey
varnish

Teak lasur

FINISHES (red pine) PEFC and CE
OTHER

WOODS (CE)

560

561

563

565

NE / A

NE

NE / A

NE / A

BS / RS / A

BS / RS

BS / RS / A

BS / RS / A

BS / RS / A

BS / RS

BS / RS / A

BS / RS / A

BS / RS / A

BS / RS

BS / RS / A

BS / RS / A

95x22
145x45

95x22

145x35

95x22

Natural (NE):
4.5m

Acabados (BS, RS y A): 
3m

(Other lengths
please consult)

Natural (NE):
4.5m

Acabados (BS, RS y A): 
3m

(Other lengths
please consult)

CHECK
AVAILABILITY

CHECK
AVAILABILITY

FL
O

O
R

 | 
FA

C
A

D
E

559

581

945

946

NE

NE

NE

NE

NE

BS / RS

BS / RS

BS / RS

BS / RS

BS / RS

BS / RS

BS / RS

BS / RS

BS / RS

BS / RS

BS / RS

BS / RS

BS / RS

BS / RS

BS / RS

946

FA
C

A
D

E

145x22

145x22

145x45

145x30

120x22

REF. 569 - 95x45

REF. 950 - 120x22

LISTÓN - 45x22
LISTÓN - 45x30

LISTÓN - 70x45

LISTÓN - 70x70

LISTÓN - 140x22

REF. 920- 95x22

REF.565 (PLASTICO)REF.560/561 (acero)

REF. 560- 95x22

REF. 560- 145x45

REF. 561- 95x22

REF. 565- 95x22

REF. 559- 145x21

REF. 581- 145x21
REF. 945- 145x45

REF. 946- 145x30

REF. 882- 94x26

REF. 949- 120x22

REF. 560- 95x22
REF. 561- 95x22

REF. 565- 95x22

REF. 559- 145x21

REF. 945- 145x45

REF. 882- 94x26

REF. 569 - 95x45

REF. 950 - 120x22

LISTÓN - 45x22
LISTÓN - 45x30

LISTÓN - 70x45

LISTÓN - 70x70

LISTÓN - 140x22

REF. 920- 95x22

REF.565 (PLASTICO)

REF. 560- 95x22

REF. 560- 145x45

REF. 561- 95x22

REF. 565- 95x22

REF. 559- 145x21

REF. 581- 145x21
REF. 945- 145x45

REF. 946- 145x30

REF. 882- 94x26

REF. 949- 120x22

REF. 569 - 95x45 LISTÓN - 45x22
LISTÓN - 45x30

LISTÓN - 90x45

LISTÓN - 140x22

REF. 920- 95x22

REF.565 (PLASTICO) REF.560/561 (acero)

REF. 560- 95x22

REF. 560- 145x45

REF. 561- 95x22

REF. 565- 95x22

REF. 559- 145x21

REF. 581- 145x21
REF. 945- 145x45

REF. 946- 145x30

REF. 882- 94x26

REF. 949- 120x22
LISTÓN - 140x22

REF. 920- 95x22

REF.565 (PLASTICO) REF.560/561 (acero)

REF. 560- 95x22

REF. 560- 145x45

REF. 561- 95x22

REF. 565- 95x22

REF. 559- 145x21

REF. 581- 145x21
REF. 945- 145x45

LISTÓN - 140x22

REF. 920- 95x22

REF.565 (PLASTICO) REF.560/561 (acero)

REF. 560- 95x22

REF. 560- 145x45

REF. 561- 95x22

REF. 565- 95x22

REF. 559- 145x21

REF. 581- 145x21
REF. 945- 145x45

REF. 946- 145x30

REF. 882- 94x26
REF. 569 - 95x45

REF. 950 - 120x22

LISTÓN - 45x22
LISTÓN - 45x30

LISTÓN - 90x45

LISTÓN - 140x22

REF. 920- 95x22

REF.565 (PLASTICO) REF.560/561 (acero)

REF. 560- 95x22

REF. 560- 145x45

REF. 561- 95x22

REF. 565- 95x22

REF. 559- 145x21

REF. 581- 145x21
REF. 945- 145x45

REF. 946- 145x30

REF. 882- 94x26

REF. 949- 120x22

REF. 569 - 95x45

REF. 950 - 120x22

LISTÓN - 45x22
LISTÓN - 45x30

LISTÓN - 70x45

LISTÓN - 70x70

LISTÓN - 140x22

REF. 920- 95x22

REF.565 (PLASTICO)REF.560/561 (acero)

REF. 560- 95x22

REF. 560- 145x45

REF. 561- 95x22

REF. 565- 95x22

REF. 559- 145x21

REF. 581- 145x21
REF. 945- 145x45

REF. 946- 145x30

REF. 882- 94x26

REF. 949- 120x22

ref. 559ref. 565 

ref. 950
[120x22]

ref. 560

ref. 945

ref. 581

REF. 569 - 95x45LISTÓN - 45x22
LISTÓN - 45x30

REF. 920- 95x22

REF.565 (PLASTICO)

REF. 560- 95x22

REF. 560- 145x45

REF. 561- 95x22

REF. 565- 95x22

REF. 559- 145x21

REF. 945- 145x45

REF. 946- 145x30

REF. 882- 94x26

ref. 560

ref. 563

ref. 561

ref. 949ref. 946

 CHANFORA FINISH

BATTENS

JOINT COVERS

ref. 569
[95x45]

ref. 900
[45x22]

ref. 900
[45x30]

ref. 900
[45x45]

ref. 900
[70x22]

ref. 900
[70x45]

ref. 900
[70x70]

ref. 900
[95x22]

ref. 900
[95x45]

ref. 900
[145x22]

ref. 901
[50x30]

ref. 920
[95x22] rounded edges

ref. 565
[plastic]

ref. 560/561
[steel]

CLIPS

NE - NATURAL EXTERIORS
Standard autoclave treatment in a raw tone with a 
smooth brushed finish.

BS - SILK VARNISH
Finish with a water-based matt varnish, smooth surface 
pleasant to touch surface. It is offered in a wide variety 
of hues. 

RS - RUSTIC SILK
Rich surface finish showing the relief of the grain. Matt 
appearance, soft
and pleasant to touch.

A - NON-SLIP (only for models 560, 563 and 565)
Standard autoclave treatment with grooved surface. 
Compatible with all tones.
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